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Address: Bursa Technical University Central Research Laboratory,  

E Blok -1 Kat B47 Nolu Oda, Mimar Sinan Mahallesi Eflak Caddesi No:117, 16310 Yıldırım / BURSA / TÜRKİYE 
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ANALYSIS CLASS EQUIPMENT ANALYSIS METHOD/DESCRIPTION FEE (Excluding VAT) 

AGING TESTS 

Ozone Resistance Test 
Device 

Ozone Resistance Test 

ISO 1431-1 
75 TL/Hour 

(50% discount applies for 2-24 samples) 
ASTM D1149 Metot B Prosedür B1,  

Inhouse method 
70 TL/Hour 

(50% discount applies for 2-24 samples) 
ISO 3996  

(For hose samples) 
130 TL/Hour 

(50% discount applies for 2-24 samples) 
Static moist, 

Inhouse method 
70 TL/Hour 

(50% discount applies for 2-24 samples) 
Dynamic moist, 
Inhouse method 

90 TL/Hour 
(50% discount applies for 2-24 samples) 

Xenon-UV Aging Tester 
Light Fastness Test 
with Xe ark Lamp 

ISO 4892-2, TS EN ISO 4892-2,  
BS EN ISO 4892-2, DIN EN ISO 4892-2,  

400 TL/Hour  
(75% discount applies for 2-10 samples) 

ASTM D2565, D6695, SAE J2412, J2527,  
Fiat 50451, Renault D27 911, ASTM G155, 

Inhouse method 

350 TL/Hour 
(75% discount applies for 2-10 samples) 

Fluorescence-UV Aging 
Tester 

Light Fastness Test 
with Fluorescent UV 

lamps 

ISO 4892-3, TS EN ISO 4892-3,  
BS EN ISO 4892-3, DIN EN ISO 4892-3 

70 TL/Hour 
(50% discount applies for 2-24 samples) 

 ASTM G154, Inhouse method 
60 TL/Hour 

(50% discount applies for 2-24 samples) 

Thermal Aging Tester in 
Humidity and Heat 

Conditions 

Aging Test in Humidity 
and Temperature 

Conditions 

TS ISO 188 (Metot B),  
ASTM D 573‐04, 

DIN 53508 

If the sample size is less than 50 cm 
165 TL/Hour 

 
If the sample size is larger than 50 cm 

280 TL/Hour 
 

(50% discount applies for 2 samples or more) 

Gray Scale/Visual Assessment Inhouse method 600 TL/Sample 
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ANALYSIS CLASS EQUIPMENT ANALYSIS METHOD/DESCRIPTION FEE (Excluding VAT) 

 

SURFACE AND 
STRUCTURAL 
ANALYSIS-1 

SEM-Scanning Electron 
Microscopy 

Sample Preparation and Coating Inhouse Method 

(If the confirmed appointment is not 
attended or not cancelled without 24 
hours notice, an analysis fee will be 

charged.) 

260 TL/Piece 

Image Acquisition 
4000 TL/Hour 

(Maximum 5 samples per hour, if time exceeds 
time, additional hour fee will be charged) 

EDS Elemental Analysis 
Semi-Quantitative Numerical Result 

(% Relative Component) 
Additional 400 TL/Sample 

EDS Mapping 

Element-based coloring of SEM Image 
(Elements to be colored must be 
specified by the customer. If the 

elemental composition is unknown, it 
must be determined by EDS – 

Elemental Analysis.) 

Additional 400 TL/Sample 

XRD-X-Ray 
Diffractometer 

X-Ray Diffraction Pattern 
Evaluation (Bulk Powder and Film 

Sample) / 

Point XRD 

Inhouse Method 

 

1600 TL/Piece 

(0-1 hour) 

2000 TL/Piece 

(1-2 hours) 

2500 TL/Piece 

(2-3 hours) 

2750 TL/Piece 

(3-4 hours) 

3250 TL/Piece 

(4-5 hours) 

3250 + 400 TL/Piece 
(After 5 hours) 
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ANALİZ SINIFI CİHAZ ADI ANALİZ ADI YÖNTEM/STANDART/AÇIKLAMA ÜCRET (KDV Hariç) 

SURFACE AND 
STRUCTURAL 
ANALYSIS-2 

XRD-X-Ray 
Diffractometer 

XRD-Phase Analysis  

(After XRD pattern evaluation) 
Inhouse Method 1200 TL/Piece 

Quantitative Analysis Rietvelt or Internal Standard Method 5500TL/Piece 
Residual Stress Analysis 

(Single stage, One direction) 
Inhouse Method 4750 TL/Piece 

Residual Stress Analysis 
(Single stage, Two direction) 

Inhouse Method 6000TL/Piece 

Degree of Crystallinity of 
Polymers/Fibers 

(After XRD pattern evaluation) 
Inhouse Method 900 TL/Piece 

Crystallite Size Determination 
(After XRD pattern evaluation) 

Sherrer Method 900 TL/Piece 

Quantitative Analysis 
(After XRD pattern evaluation and 

phase analysis) 
RIR Method 1200 TL/Piece 

BET (Brunauer-
Emmett-Teller)  

Single-Point BET Analysis 
Inhouse Method 

 
(Powder sample amount should be at 

least 3 gr. Solid samples should be of a 
size that will pass through a 1 cm 

diameter glass tube. 
 

 Measurement cannot be made in liquid 
samples.  

 
Before analysis, degassing conditions 
(temperature, time, etc.) and expected 

surface area should be specified.) 

900 TL/Piece 

Multı-Point BET Analysis 1200 TL/Piece 

Average Pore Size / Total Pore Volume 2200 TL/Piece 

CO2 Adsorption Analysis 2500 TL/Piece 

 

 



 
TEST/ANALYSIS PRICE LIST 

Document number First Publication Date Rev.Date -No Page 
BTÜ-MERLAB-L-07eng 21.08.2020 01.06.2026-24 4 / 22 

 

 
Address: Bursa Technical University Central Research Laboratory,  

E Blok -1 Kat B47 Nolu Oda, Mimar Sinan Mahallesi Eflak Caddesi No:117, 16310 Yıldırım / BURSA / TÜRKİYE 
Phone: +90 224 300 37 35 
e -mail: merlab@btu.edu.tr 

 

ANALİZ SINIFI CİHAZ ADI ANALİZ ADI YÖNTEM/STANDART/AÇIKLAMA ÜCRET (KDV Hariç) 

SURFACE AND 
STRUCTURAL 
ANALYSIS-3 

AFM-Atomic Force 
Microscope 

Dynamic Shooting - Static Shooting 

Inhouse Method 

2000 TL/Sample 
(The sample to be placed in the device should have 

dimensions of 1x1x0,5 cm, and the surface 
roughness should not exceed 5 µm.) 

AFM Liquid Cell Analysis 2250 TL/Sample 
(It is designed fort he measurement of a solid 

specimen immobilized within a liquid medium.) 
Kelvin Probe Microscope (KFM) 2250 TL/Sample 

Magnetic Force Microscope (MFM) 2250 TL/Sample 

Optical Microscopes 

Stereo Microscope 
600 TL Sample 

Inverted Microscope 

 
Upright Microscope 

Cell Imaging, 
Fluorescent Usage 

600 TL/Hour 

Cell Imaging, 
Non-Fluorescent Usage 

600 TL/Hour 

Contact Angle and 
Surface Tension 

Measuring Device 

Contact Angle Measurement 

Inhouse Method 

800 TL/ Sample 
Surface Porosity (Topography) 

Analysis 
1200 TL/ Sample 

Corrected Contact Angle Measurement 1400 TL/ Sample 
Surface Tension Analysis 800TL/ Sample 
Surface Energy Analysis 2000 TL/ Sample 

Hourly Usage +400/Hour 
(is added to the analysis price) 

Raman Microscope 

Spectrum (1 Laser) 1500 TL/ Hour 
Depth (1 Laser) 1500 TL/ Hour 

Mapping (1 Laser) 2000 TL/ Hour 
Microplastic Analysis 2200 TL/ Hour 
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ANALİZ SINIFI CİHAZ ADI ANALİZ ADI YÖNTEM/STANDART/AÇIKLAMA ÜCRET (KDV Hariç) 

SURFACE AND 
STRUCTURAL 
ANALYSIS-4 

WDXRF-Wavelength 
X-Ray Fluorescence 

Spectrometer 

WDXRF Analysis-Quick Scan 

Inhouse Method 

1600 TL/Sample 
 

WDXRF Analysis-Detailed Scan 2000 TL/Sample 

Liquid/Solid Sample Preparation for 
WDXRF Analysis 

1000 TL/Sample 

Sample Grinding for WDXRF Analysis 650 TL/Sample 

Sample Pressing for WDXRF Analysis 650 TL/Sample 
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ANALYSIS CLASS EQUIPMENT ANALYSIS METHOD/DESCRIPTION FEE (Excluding VAT) 

PLASTIC  / RUBBER 
ANALYSIS 

HDT and Vicat Tester 
Heat Distortion Temperature Test 

(HDT) 
ISO 75-1 ve 2, ASTM D648 950 TL/Sample 

Vicat softening temperature test TS EN ISO 306, ASTM D1525 1250 TL/Sample 

Hardness Tester 
Shore A ASTM D 2240 600 TL/Sample 
Shore D ASTM D 2240, ISO 868 600 TL/Sample 

Melt Flow Index (MFI) 
tester  

Melt Flow Index (MFR) TS EN ISO 1133, ASTM D1238 1400 TL/Sample 

Taber Abrasion Tester Abrasion Resistance Testing 
Check feasibility of method or standard with customer 

representative 
1400 TL/Sample 

Horizontal Flammability 
Tester 

Horizontal Flammability Rate Testing 
ASTM D5132, ISO 3795,  
SAE J369, FMVSS 302 

5000 TL/Sample 

UL94 Flammability Tester Plastic Flammability Test UL94-2021 
5000 TL/Sample 

(Preconditioning fee will be 
added) 

Ash content for plastic materials ISO 3451-1, ASTM D5630 1250 TL/Piece 

 
 
 
 
 
 
 
 
 
 
 
 



 
TEST/ANALYSIS PRICE LIST 

Document number First Publication Date Rev.Date -No Page 
BTÜ-MERLAB-L-07eng 21.08.2020 01.06.2026-24 7 / 22 

 

 
Address: Bursa Technical University Central Research Laboratory,  

E Blok -1 Kat B47 Nolu Oda, Mimar Sinan Mahallesi Eflak Caddesi No:117, 16310 Yıldırım / BURSA / TÜRKİYE 
Phone: +90 224 300 37 35 
e -mail: merlab@btu.edu.tr 

ANALYSIS CLASS EQUIPMENT ANALYSIS METHOD/DESCRIPTION FEE (Excluding VAT) 

MECHANICAL 
TESTS 

Mechanical Testing 
Machine 

Tensile test 
 (Room Temperature) 

ASTM D 412, ASTM D 638, ISO 527, ISO 
37 

450 TL/Piece 

Tear Test 
ISO 34-1, ASTM D 624 600 TL/Piece 
TS 4698, Inhouse method 450 TL/Piece 

Compression Test 
(Room Temperature) 

ISO 604, ISO 5893, ASTM D 575 B 450 TL/Piece 

Flexural Test 
(Room Temperature) 

ASTM D 790, ISO 178 450 TL/Piece 

Izod/Charpy Impact 
Testing Machine 

Impact test ISO 179-1, ISO 180 850 TL/Piece 

Compression Set Test 
Fixture 

Compression Set Test 
(up to 24 hour) 

ISO 815, ASTM-D 395 
2000 TL/Sample 

(It is performed up to 3 repetitions.) 
Compression Set Test 

(up to 48 hour) 
ISO 815, ASTM-D 395 

2800 TL/Sample 
(It is performed up to 3 repetitions.) 

Compression Set Test 
(up to 72 hour) 

ISO 815, ASTM-D 395 
3400 TL/Sample 

(It is performed up to 3 repetitions.) 
Compression Set 

(Up to 24 hours at below 25° C) 
ISO 815, ASTM-D 395 

4500 TL/Sample 
(It is performed up to 3 repetitions.) 

Compression Set 
(Up to 48 hours at below 25° C) 

ISO 815, ASTM-D 395 

7500 TL/Sample 
(It is performed up to 3 repetitions.) 

Compression Set 
(Up to 72 hours at below 25° C) 

10500 TL/Sample 
(It is performed up to 3 repetitions.) 

Fragility Test 
TS 4709 200 TL/Piece 

(Conditioning in humidity and heat 
conditions fee will be added.) Inhouse method 
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ANALYSIS CLASS EQUIPMENT ANALYSIS METHOD/DESCRIPTION FEE (Excluding VAT) 

THERMAL 
ANALYSIS-1 

 

DSC-Differential Scanning 
Calorimeter 

Thermogram acquisition 
 

(The temperature is lowered to a 
minimum of -75 °C.) 

EN ISO 11357-1,2,3 
TS EN ISO 11357-1,2,3 

 
ISO 24087 

2300 TL/Sample 

Inhouse method 2000 TL/Sample 

TGA-Termal Gravimetric 
Analyzer 

Thermogram acquisition  
 

(It is carried out in an atmosphere of 
Nitrogen, Oxygen and Air, reaching 
a maximum temperature of 900 °C. 

Samples containing phosphate-
based flame retardant are not 

analyzed.) 

EN ISO 11358-1 
TS EN ISO 11358-1 

 
ASTM E1131 

2300 TL/Sample 

Inhouse method 2000 TL/Sample 

DSC and TGA thermogram acquisition under special conditions Inhouse method 
1000 TL/Hour 

(For analyzes longer than 3 hours) 
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THERMAL 
ANALYSIS-2 

 

DMA-Dynamic Mechanical 
Testing Machine 

25 oC-600 oC 

Inhouse method  
 

Detailed information about material type, clamp 
type, start-end temperature and heating rate is 

required. 
 

When using liquid nitrogen, planning is made by 
taking into account the number of samples. Please, 

contact the customer representative. 
 
 
 

1500 TL/ Sample 
(0-2 hour) 

2000 TL/Sample 
(2-3 hours) 

2500 TL/Sample 
(3-4 hours) 

3000 + 400 TL/Sample 
(After 4 hours) 

-100 oC-300 oC 

2000 TL/Sample 
(0-2 hour) 

2500 TL/Sample 
(2-3 hours) 

3000 TL/Sample 
(3-4 hours) 

3000 + 500 TL/Sample 
(After 4 hours) 

-160 oC-600 oC 
(Liquid nitrogen is used.) 

2250 TL/Sample 
(0-2 hours) 

3000 TL/Sample 
(2-3 hours) 

3750 TL/Sample 
(3-4 hours) 

3750 + 750 TL/Sample 
(After 4 hours) 
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ANALYSIS CLASS EQUIPMENT ANALYSIS METHOD/DESCRIPTION FEE (Excluding VAT) 

SPECTROSCOPIC 
ANALYSIS 

FT-IR 
Spectrophotometer 

Spectrum acquisition (ATR) Inhouse method 800 TL/Sample 

LIPS - Laser Induced 
Plasma Spectroscopy 

Carbon Analysis in Stainless Steels 

Inhouse method 

1200 TL/Piece 
Alloy Classification 2300 TL/Piece 

Elemental Analysis of Rocks (with Laser 
Technique) 

1200 TL/Piece 

Elemental Analysis of Metals  1200 TL/Piece 

UV-Vis 
Spectrophotometer 

Method Development 

Inhouse method 

3000 TL/Sample 
Spectrum Scanning 

  (liquid sample) 
600 TL/Sample 

Quantitative analysis 
(liquid sample) 

800 TL/Sample 

Color 
Spectrophotometer 

Color and Haze Measurement 
CIE No.15, ASTM D1003, ASTM E1164,  

DIN 5033, JIS Z 8722, ISO 7724/1 
1000 TL/Sample 

Glossmeter Brightness and Gloss Measurement 
ISO 2813, ASTM D523, ASTM D2457,  

DIN 67530, ISO 7668, ASTM E 430, ASTM D5767 
600 TL/Sample 

Particle Size and 
Dynamic Imaging 

Analyzer 

Particle Size Measurement 
Wet Analysis (between 0.1 µm and 1000 µm) 

(in water phase) Malvern - Mastersizer 
3000E cihazı ile 

1300 TL/Piece 

Particle Size Measurement 
Wet Analysis (between 0.1 µm and 1000 µm) 

(In oil phase) 
4600 TL/Piece 

Particle Size Measurement 
Dry and Wet Analysis (between 0.8 µm and 

4000 µm) 
Anton Paar/ Litesizer 

DIA500 cihazı ile 

1300 TL/Piece 

Particle Size Measurement 
Dry and Wet Analysis (between 0.8 µm and 

4000 µm)  
1400 TL/Piece 

Particle Size Measurement 
And Dynamic Imaging Analysis  

2000 TL/Piece 
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Dry and Wet Analysis (between 0.8 µm and 
4000 µm) 

 

 

 
 

ANALYSIS CLASS EQUIPMENT ANALYSIS METHOD/DESCRIPTION FEE (Excluding VAT) 

CHROMATOGRAPHIC 
ANALYSIS 

Gas Chromatography 
 

(GC-MS/FID) 

Method Development In-house method 
 

(If needed, the supply of 
materials such as methods, 

columns, standards and 
chemicals belongs to the 

customer) 
 

(If an analysis request for 
essential oil or fixed oil from 
a prepared extract is required, 

please specify it in the 
description section.) 

8000 TL/Piece 
Qualitative Analysis 

(Peaks with a ratio above 1% are given.) 
2300 TL/Sample 

Quantitative analysis 

3000 TL/Sample (1-5 component) 
3500 TL/Sample (6-10 component) 

4000 TL/Sample (10-20 component) 
 
 

Liquid 
Chromatography 

 
(HPLC-DAD/RID) 

(LC-MS/MS) 

Method Development In-house method 
 

(If needed, the supply of 
materials such as methods, 

columns, standards and 
chemicals belongs to the 

customer 

8000 TL/Piece 
Qualitative Analysis 2000 TL/Sample 

Quantitative analysis 

3000 TL/Sample (1-5 component) 
3500 TL/Sample (6-10 component) 

4000 TL/Sample (10-20 component) 
 

Elemental Analysis Determination of CHNS In-house method 1700 TL/Sample 
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ANALİZ SINIFI ANALİZ ADI YÖNTEM/STANDART/AÇIKLAMA ÜCRET (KDV Hariç) 

PACKAGING 
MATERIAL ANALYSES 

Permeability / 
Barrier Property 

Analyses  

Determination of Oxygen / 
Nitrogen / Carbon Dioxide 

Permeation Rates  

ISO 15105-1:2007, ASTM D1434:2023 
 

(In these analyses, measurement results can be obtained in 
the range of 0,05-500000 cm³/m².24sa.bar for nonporous, 

flat-surfaced flexible materials with a minimum diameter of 
12 cm and a maximum thickness of 3 mm.) 

2600 TL/Sample (1 Repeat) 
3100 TL/Sample (2 Replicates) 
3600 TL/ Sample (3 Replicates) 

In-house method  
ISO 2556:1974, GB/T 1038.1-2022, JIS K7126-1:2006 

2500 TL/ Sample (1 Repeat) 
3000 TL/ Sample (2 Replicates) 
3500 TL/Sample (3 Replicates) 

Water Vapor Permability  ASTM E 96/E 96M:2024 2500 TL/Sample (2 Replicates) 

Total Migration 
Analyses  

Determination of substances 
migrating into food simulants   

(Distilled water; %3 Acetic Acid; 
%10 Ethanol; %20 Ethanol; %50 
Ethanol; %95 Ethanol; İsooctane) 

EN 1186:1-2006 ve EN 1186:3-2022 and TGK 
Communiques on Plastics 

2500 TL/Sample 
(For each parameter) 

Mechanical Property 
Analyses  

Tensile Strength and Elongation at 
Break  

ASTM D882-2018 
(For analysis, 5 specimen strips dimensions of 1x8 cm are 

required) 
2000 TL/Sample 

Heat-Sealing Strength and 
Elongation  

ASTM F88/F88M – 2023 
(For analysis, 10 heat-sealable specimen strips with 

dimensions of 1x8 cm are required.)   
2500 TL/ Sample  

Water Interaction 
Analyses  

Water Absorption Capacity/Water 
Solubility Index 

In-house method   
(For analysis, 5 specimen sections with dimensions of  2x2 

cm are required.) 
1500 TL/ Sample 

Optical Property 
Analyses  

Determination of Light 
Transmittance 

In-house method  
(For analysis, 3 specimen sections with dimensions of 1x4 
cm are required.) 

500 TL/ Sample  
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(Scanning in the range of 200-800 
nm) 

 

Determination of Opacity  
(at 600 nm) 

500 TL/ Sample  

Color Measurement 
(L, a, b and ΔE values) 

ISO/CIE 11664-1 and 4 
(For analysis, 3 specimen sections with dimensions of 2x2 

cm are required.) 
500 TL/ Sample  

Thickness Determination  
In-house method  

500 TL/ Sample  
Moisture Content Determination  1000 TL/ Sample  

Ink Permeability/Color Fastness Determination 
(Paper/Plastic) 

TS EN 646, Kunststoffen Lebensmittelverkehr 2500 TL/ Sample  

 
 

ANALYSIS CLASS ANALYSIS METHOD/DESCRIPTION FEE (Excluding VAT) 

GENERAL ANALYSIS 

pH Determination Inhouse method 350 TL/Sample 
Density Determination in Plastics TS EN ISO 1183-1 600 TL/Sample 

Unit Area Weight Inhouse method 600 TL/Sample 
Weight/Size Determination Inhouse method 450 TL/Sample 

Extraction Inhouse method 
600 TL/Sample 

(130 TL per additional hour will be added.) 
Determination of Substances Extractable with Organic Solvents ISO 6427:2013 5600 TL/Sample 

Conductivity Determination Inhouse method 450 TL/Sample 
Determination of Moisture or Dry Matter ASTM D6980-17 750 TL/Sample 

Titration 

Inhouse method 

750 TL/Sample 
Pycnometer Density Test 850 TL/Sample 

Determination of pH in Water 390 TL/Sample 
Determination of Ammonia/Ammonia Nitrogen in Water (Including 

Distillation) 
1400 TL/Sample 

Determination of Total Nitrogen in Water 1800 TL/Sample 
Determination of Phosphorus in Water 800 TL/Sample 
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Determination of pH in Soil 550 TL/Sample 
Determination of Total Nitrogen in Soil 1800 TL/Sample 

Determination of Phosphorus in Soil 1600 TL/Sample 
Determination of percentage (%) Solids 950 TL/Sample 

Determination of Suspended Solids 950 TL/Sample 
 
 

ANALYSIS CLASS ANALYSIS METHOD/DESCRIPTION FEE (Excluding VAT) 

SPECIFIC 
ANALYSIS 

Pile Weight ISO 8543 1000 TL/Sample 
Pile Size ISO 2549 450 TL/Sample 

Yarn Linear Density (DTex) FIFA Test Method 23 450 TL/Sample 
Yarn Cross Section FIFA Test Method 25 1400 TL/Sample 

Tassel Breaking Resistance FIFA Test Method 26 2750 TL/Sample 
Total Number of Nodes ISO 1763 750 TL/Sample 

Total Pile Weight ISO 8543 550 TL/Sample 
Water Filtration Test FIFA Test Method 24 2500 TL/Sample 

 

 

ANALYSIS CLASS EQUIPMENT METHOD/DESCRIPTION FEE (Excluding VAT) 

USE OF EQUIPMENT 
   

Injection Molding 
The work will be carried out by the company personnel or person under 
the supervision of an expert, and the cleaning polymer will be provided 

by the company or person. 

1250 TL/Sample 
(1 sample is accepted for every 

10 samples) 

Sieve Shaker 
Dry Analysis 1000 TL/Hour 
Wet Analysis 1400 TL/Hour 

Oven / Heater 25 – 300 °C 65 TL/Hour 
Oven / Heater 25-1000 °C 100 TL/Hour 

Thermal Aging 25 – 300 °C 65 TL/Hour 
Grinder Device Use 1000 TL/Hour 

Rotary Evaporator Device Use 1000 TL/Hour 
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Thermal Aging Test  
(Temperature and humidity) 

Device Use 
(10 – 60 °C / % 30-90 RH) 

100 TL/Hour 

 
 
 
 
 
 
 
 

ANALYSIS CLASS EQUIPMENT METHOD/DESCRIPTION FEE (Excluding VAT) 

TRAFFIC CONE TESTS 

Ethyl alcohol 

General Directorate of Highways Traffic Safety Cones 
Technical Specification (according to clause of 3.8 and ISO 

175 standard clauses of 4.3-4.6) 

10000 TL/Sample 
Trichlorethylene 10000 TL/Sample 

Gasoline 10000 TL/Sample 
Diesel fuel 10000 TL/Sample 

Oil 10000 TL/Sample 
20 % Salt (NaCl) solution 5000 TL/Sample 

 

Surface Adhesion Analysis of 
Reflective Material in Traffic Cones  

BS EN 13422:2019 2400 TL/Sample 

Impact Test (Traffic Cone, Traffic 
Cylinder) 

TS EN 13422:2020, TS EN 1436:2028 

2400 TL/Sample 

Bending Test (Traffic Cone, Traffic 
Cylinder) 

1800 TL/Sample 

Fatigue Test (Traffic cone, Traffic 
Cylinder) 

1500 TL/Sample 
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ANALYSIS CLASS EQUIPMENT METHOD/DESCRIPTION FEE (Excluding VAT) 
 
 
 
 
 
 
 
 
 
 
 

 
HIGHWAYS 

SIGN PAINTS 
 

THERMOPLASTIC PAINT 

Specific Gravity EN 12802:2011 1300 TL/Sample 

Amount and Content of Organic Matter (%) EN 12802:2011/ HTS∆ 2023 
(504) 

3250 TL/Sample 

Calcium Carbonate and Amount of Inorganic Matter (%) 3250 TL/Sample 

Amount of Titanium dioxite (TiO2) ASTM D4764 6500 TL/Sample 

Amount of Glass Beads EN 12802:2011 5000 TL/Sample 

Flowability EN 1871 HTS∆ 2500 TL/Sample 

Chromaticity Coordinates and Illumination 

HTS∆ 2023 (504) 
TS EN 1871 

AASTHO 249-250 

2500 TL/Sample 

Cold Impact 2000TL/Sample 

UV Aging (168 hour with UVB-313 Type Lamp) 
11760 TL/Sample 

(For 2nd sample and more samples, 
additional 4620 TL/Sample) 

After Aging Chromaticity Coordinates and Illumination 
Factor 

EN 1871  

HTS 

2500 TL/Sample 

Before Thermal Stability Test Chromaticity Coordinates and Illumination Factor 2500 TL/Sample 

Heat Stability Test  

KTŞ∆ 2023 (504) 

1500 TL/Sample 

Before Thermal Stability Test Softening Point  1500 TL/Sample 

After Thermal Stability Test Softening Point  1500 TL/Sample 

Flash Point  ASTM D93 3600 TL/Sample 

Appearance and Sampling KTŞ∆ 2023 (504) 1000 TL/Sample 
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Resistance to NaCl 

KTŞ∆ 2023 (504) 

3000 TL/Sample 

Extended Flowability 4000 TL/Sample 

Resistance to CaCl2 3000 

Resistance to Diesel 3000 TL/Sample 

Tests of Total Thermoplastic Paints According to HTS∆ (White) 65660 TL/Sample 

Tests of Total Thermoplastic Paints According to HTS∆ (Yellow) 59160 TL/Sample 

∆ Highways Technical Specification 
 
 
 

ANALYSIS CLASS ANALYSIS METHOD/DESCRIPTION FEE (Excluding VAT) 

HIGHWAYS 

SIGN PAINTS 

 
THERMOPLASTIC PAINT 

AASTHO 

Specific Gravity 

AASHTO T249-M250 
 

1300 TL/Sample 

Amount and Content of Organic Matter 3250 TL/Sample 

Calcium Carbonate and Amount of Inorganic Matter (%) 3250 TL/Sample 

Amount of Titanium dioxite (TiO2) 6500 TL/Sample 

Amount of Glass Beads 5000 TL/Sample 

Chromaticity Coordinates and Illumination Factor 2500 TL/Sample 

Cold Impact 1300 TL/Sample 

Softening Point 1500 TL/Sample 

Appearance and Sampling 1000 TL/Sample 

Flowability 3000 TL/Sample 

Extended Flowability 5000 TL/Sample 

After Extended Flowability Chromaticity Coordinates and 
Illumination Factor 

2500 TL/Sample 

After Extended Flowability Softening Point 1500 TL/Sample 
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UV Aging (300 hour with UVA-340 Type Lamp) 21000 TL/Sample 

After Aging Chromaticity Coordinates and Illumination 
Factor 

2500 TL/Sample 

Tests of Total Thermoplastic Paints According to AASHTO 
249-250 (White) 

61100 TL/Sample 

Tests of Total Thermoplastic Paints According to AASHTO 
249-250 (Yellow) 

54600/Sample 

ANALYSIS CLASS EQUIPMENT METHOD/DESCRIPTION FEE (Excluding VAT) 
 
 
 
 
 
 
 
 
 
 
 

 
HIGHWAYS 

SIGN PAINTS 
 

COLD PAINT 

Specific Gravity EN 12802:2011 1300 TL/Sample 

Amount and Content of Organic Matter 
KTŞ∆ 2023 (504) 

3250 TL/Sample 

Amount of Total Solids 3250 TL/Sample 

Amount of Titanium dioxide (TiO2) ASTM D4764 6500 TL/Sample 

UV Aging (168 hour with UVB-313 Type Lamp 

KTŞ∆ 2023 (504) 
 

11760 TL/Sample 
 

Resistance to CaCl2 3000 TL/Sample 

Viscosity (in Krebs (KU)) 1600 TL/Sample 

Drying Time 1800 TL/Sample 

Bottom Drying Time 1800 TL/Sample 

Hidden Power 2500 TL/Sample 

Chromaticity Coordinates and Illumination Factor 
TS EN 1871 

2500 TL/Sample 

After Aging Chromaticity Coordinates and Illumination Factor 2500 TL/Sample 

Resistance to NaCl 

KTŞ∆ 2023 (504) 

3000 TL/Sample 

Resistance to Diesel 3000 TL/Sample 

Appearance and Sampling 1000 TL/Sample 

Flexibility 1000 TL/Sample 
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Collapse/Precipitation 8000 TL/Sample 

Storage Stability 9000 TL/Sample 

Resin Characterization (FTIR) 2500 TL/Sample 

Abrasion Resistance (Sand) 2000 TL/Sample 

Tests of Total Cold Paints According to KTS (White) 
HTS∆ 

73760 TL/Sample 

Tests of Total Cold Paints According to KTS (Yellow) 69260 TL/Sample 

∆ Highways Technical Specification 
 

ANALYSIS CLASS ANALYSIS METHOD/DESCRIPTION FEE (Excluding VAT) 

HIGHWAYS 
SIGN PAINTS 

 
DOUBLE 

COMPONENT 
PAINT 

Specific Gravity 

EN 12802:2011 

1300 TL/Sample 

Amount and Content of Organic Matter 3250 TL/Sample 

Amount of Total Solids 3250 TL/Sample 

Amount of Titanium dioxide (TiO2) ASTM D4764 6500 TL/Sample 

Amount of Glass Beads 
EN 12802:2011 

5000 TL/Sample 

Amount of Excipients 3000 TL/Sample 

Chromaticity Coordinates and Illumination Factor 

TS EN1871 

2500 TL/Sample 

Viscosity (in Daniel) 1750 TL/Sample 

Drying Time 1800 TL/Sample 

Vomiting 1800 TL/Sample 

UV Aging (168 hour with UVB-313 Type Lamp) 11760 TL/Sample  

After Aging Chromaticity Coordinates and Illumination Factor 2500 TL/Sample 

Resistance to CaCl2 
TS EN1871 

HTS∆ 

3000 TL/Sample 

Resistance to Diesel 3000 TL/Sample 

Resistance to NaCl 3000 TL/Sample 



 
TEST/ANALYSIS PRICE LIST 

Document number First Publication Date Rev.Date -No Page 
BTÜ-MERLAB-L-07eng 21.08.2020 01.06.2026-24 20 / 22 

 

 
Address: Bursa Technical University Central Research Laboratory,  

E Blok -1 Kat B47 Nolu Oda, Mimar Sinan Mahallesi Eflak Caddesi No:117, 16310 Yıldırım / BURSA / TÜRKİYE 
Phone: +90 224 300 37 35 
e -mail: merlab@btu.edu.tr 

Appearance and Sampling 1000 TL/Sample 

Collapse/Precipitation  8000 TL/Sample 

Storage Stability 9000 TL/Sample 

Resin Characterization (FTIR) 2500 TL/Sample 

Tests of Total Cold Paints According to KTS (White) HTS∆ 2023 76410 TL/Sample 

 Tests of Total Cold Paints According to KTS (Yellow)  69910 TL/Sample 

∆ Highways Technical Specification 
 
 
 

ANALYSIS CLASS ANALYSIS METHOD/DESCRIPTION FEE (Excluding VAT) 

 

GLASS BALL USED ON 
HIGHWAYS 

Dimensional Analysis 

KTŞ∆ 2023 (KISIM 504) 
EN 1423:2012 

3500 TL/Sample 

Amount of Defective Glass Beads 3500 TL/Sample 

Amount of Foreign Matter 1250 TL/Sample 

Refractive Index 2500 TL/Sample 

Appearance and Sampling 1000 TL/Sample 

Resistance to CaCl2 2500 TL/Sample 

Durability in Hot Water 2500 TL/Sample 

Resistance to Hydrochloric Acid 2500 TL/Sample 

Resistance to Sodium Sulphide 2500 TL/Sample 

Moisture Proof Coating Weight 2000 TL/Sample 

Total Glass Bead Tests According to 
KTS (silane-coated glass beads) 

KTŞ∆ 2023 (504) 

21750 TL/Sample 

 

Total Glass Bead Tests According to 
KTS (silicone-coated glass beads) 

23750 TL/Sample 



 
TEST/ANALYSIS PRICE LIST 

Document number First Publication Date Rev.Date -No Page 
BTÜ-MERLAB-L-07eng 21.08.2020 01.06.2026-24 21 / 22 

 

 
Address: Bursa Technical University Central Research Laboratory,  

E Blok -1 Kat B47 Nolu Oda, Mimar Sinan Mahallesi Eflak Caddesi No:117, 16310 Yıldırım / BURSA / TÜRKİYE 
Phone: +90 224 300 37 35 
e -mail: merlab@btu.edu.tr 

 
 
 
 
 
 
 
 

ANALYSIS CLASS ANALYSIS METHOD/DESCRIPTION FEE (Excluding VAT) 

THINNER 

 Determination of Density 

TS 9720 

2750 TL/Sample 

Determination of Evaporation Residue 2750 TL/ Sample 

Acidity Determination (% acetic acid) 950 TL/ Sample 

Determination of Benzene 3300 TL/ Sample 

Determination of chlorinated hydrocarbons 900 TL/ Sample 

Determination of Color 1500 TL/ Sample 

Determination of Odor 900 TL/ Sample 

Spot 1150 TL/ Sample 

Total thinner analysis cost according to TS 9720 standard 14200 TL/ Sample 

 

 

 

ANALYSIS CLASS DEVICE NAME ANALYSIS METHOD/DESCRIPTION FEE (Excluding VAT) 

FLASH POINT 
 Closed Cup  
Flash Point 

Flash Point ASTM D92 2000 TL/Sample 
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Open Cup  
Flash Point 

Flash Point ASTM D93 2500 TL/Sample 

 
 
 
 
 
 
 

ANALYSIS CLASS ANALYSIS METHOD/DESCRIPTION FEE (Excluding VAT) 

SAMPLE 
PREPARATION 

NO – 1 

Inhouse method 

750 TL/Sample 
NO – 2 1250 TL/Sample 
NO – 3 2500 TL/Sample 
NO – 4 3750 TL/Sample 
NO – 5 6500 TL/Sample 
NO – 6  13000TL/Sample 
NO – 7 25000 TL/Sample 

Chemical Aging Sample Preparation *Return will be made via e-mail. 
 
1 Dark and Red colored test methods are accredited. 
2 Report duplication/split report requests are charged at 250 TL+VAT for each report. 
3 The fee for method development/applicability studies is determined by MERLAB management taking into account the scope of work. 
4 Consumables and chemicals in new analyzes belong to the customer. 
5 Sampling preparation fees vary according to the type of sample, methods, consumables and services used. 

* In case of typographical errors, the price list in the original language (Turkish) is valid. 

 


